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Reducing the ducted-fan noise at the low frequency range remains a big technical challenge. This
study presents a passive approach to directly suppress the dipole sound radiation from an axial-flow
fan housed by a tensioned membrane with cavity backing. The method aims at achieving control of
low frequency noise with an appreciable bandwidth. The use of the membrane not only eliminates
the aerodynamic loss of flow, but also provides flexibility in controlling the range of the stopband
with high insertion loss by varying its tension and mass. A three-dimensional model is presented
which allows the performance of the proposed device to be explored analytically. With the proper
design, this device can achieve a noise reduction of 5 dB higher than the empty expansion cavity
recently proposed by Huang et al. [J. Acoust. Soc. Am. 128, 152–163 (2010)]. Through the detailed
modal analysis, even in vacuo modes of the membrane vibration are found to play an important
role in the suppression of sound radiation from the dipole source. Experimental validation is con-
ducted with a loudspeaker as the dipole source and good agreement between the predicted and
measured insertion loss is achieved.
VC 2012 Acoustical Society of America. [http://dx.doi.org/10.1121/1.4739448]
PACS number(s): 43.50.Gf, 43.55.Rg [NX] Pages: 1392–1402
I. INTRODUCTION
The ventilation and air-conditioning systems play an im-
portant role in providing comfortable environments, but
there exist noise problems associated with the fan installa-
tions especially at low frequencies. The main mechanisms of
the tonal fan noise are the interaction between the rotor and
the stator and the interaction between the non-uniform inlet
flow and the rotor blades, while broadband noise derives
from the turbulence and/or separation flow condition of
the rotor (Sharland, 1964). Trailing edge noise (Ffowcs
Williams and Hall, 1970) and tip leakage flow (Dunne and
Howe, 1997) also play an important role in both tonal and
broadband radiation. At a low tip speed, a fan blade can be
modeled as distributed dipole sources along its radial span.
There are two components of the unsteady loading on the
fan blades: thrust noise, which propagates along the duct,
and drag noise in the circumferential direction. Installed
inside an enclosure or a duct, only thrust noise with plane
wave mode is radiated below the first cut-on frequency of
the duct and with an anti-phase relation at the two sides of
the dipole source.
The ducted fan noise can be controlled in the propagat-
ing path or directly on the noise source itself. In the first
category, porous duct lining has been frequently utilized to
absorb the noise, but there can be environmental problems
when fibers are exposed to flow (Ackermann and Fuchs,
1989; Fuchs, 2001a, 2001b) and sound absorption for low
frequency noise is ineffective. Expansion chambers or multi-
ple chambers with perforated tubes are commonly employed
for vehicles. Both sound reflection and absorption can be
achieved but the device is normally bulky especially for the
low frequencies (Selamet et al., 2005; Munjal, 1987). The
concept of using an array of compact membrane absorbers
and micro-perforated panel absorbers is also widely adopted
in silencer’s design at the downstream part of the source
(Zha et al., 2002; Fuchs, 2001a, 2001b). In order to passively
achieve broadband noise reduction without causing any extra
noticeable pressure loss, Huang (2002) introduced the con-
cept of drum silencer, which consists of an expansion cham-
ber with two side-branch cavities covered by light
membranes under high tension. The prototype device has
been tested successfully without and with flow (Choy and
Huang, 2002, 2005).
On the other hand, little attention has been devoted to
the control of sound radiation by a dipole source, e.g., a fan.
Although active control is a possible option (e.g., Wang
et al., 2005; Wang and Huang, 2006), the need of the
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actuators and sensors leads to difficultly in implementation,
and most importantly, its application is limited to the tonal
noise. More relevant to the current study, Huang et al.
(2010) recently proposed a passive method by creating a
destructive acoustic interference between the sound fields at
the two sides of the dipole source with anti-phase relation-
ship. This can be achieved by housing the dipole source
with the expansion chamber. Below the first cut-on fre-
quency of the duct, there is significant acoustic interference
between noise radiation from the dipole source and the
reflections at the expanded duct junctions due to the change
of the cross section area. In the real device tested, there was
an acoustically transparent membrane covering the chamber
so that the straight flow passage is preserved. The mem-
brane has negligible tension and its mass is also very small.
This configuration would work well only when the pressure
rise across the fan is small, such as that produced by a small
ventilation fan. For larger fans with substantial pressure
rise, the membrane cannot sustain the pressure difference
and it will either lead to a membrane breakdown or a large
unwanted tension while diminishing the silencing perform-
ance. The motivation of this study is to investigate the per-
formance of a new configuration in which a suitable
membrane with a finite mass and pre-tension will produce
good acoustic performance.
The new configuration is similar to the drum-like si-
lencer but the physical mechanism behind is totally different.
The present device aims at directly suppressing the sound
radiation from dipole sources through its interaction with the
membrane vibration, while a drum-silencer, which is in-
stalled downstream, relies on reflecting sound back to the
source along the propagating path. This study focuses on
developing a theoretical model which allows a thorough
analysis on sound cancellation mechanism and prediction of
its performance. The proposed theoretical model has the fol-
lowing distinct features. (a) It is different from traditional
monopole incident sound wave assumption (Lawrie and
Guled, 2006; Selamet et al., 2005), a dipole source is consid-
ered, which is a better representation of the fan blade source.
(b) In order to simulate a realistic ducted fan with short
duct length, multiple reflections due to two openings are
considered. This is drastically different from traditional theo-
retical model dealing with silencers of infinite length. The
response of the membrane is fully coupled with the acoustic
waves in the duct and cavity. The aim of this device is to
achieve desirable noise reduction over a wide frequency
range covering the blade passing frequencies (BPF) under
different rotational speeds.
In what follows, Sec. II proposes a three-dimensional
(3D) analytical model in detail. In Sec. III, experimental
study is conducted to validate the theoretical model by using
a loudspeaker as the dipole source.
In this section, the optimization procedure is also
applied and the noise reduction mechanism is discussed. In
Sec. IV, the main conclusions are summarized.
II. THEORY
This section outlines the theoretical formulation used to
predict the insertion loss of the proposed device. It begins
with the description of a general theoretical model for the
coupled dynamics of two-dimensional membranes in a 3D
duct and cavity. It is presented following standard Galerkin
procedure. The resulting set of linear equations is solved by
general matrix inversion techniques.
A. The 3D model
The configuration under investigation is shown in
Fig. 1. It has a 3D rectangular duct of height h and width w
installed with two rigid cavities of length Lc and depth h

c on
two opposite sides. The cavities are covered with two mem-
branes of length L and width w which form part of the oth-
erwise rigid duct. A dipole source which is used to simulate
fan noise is located at the mid-point of the membranes;
x ¼ 0:5 L, y ¼ 0:5w, and z ¼ 0:5 h. The upstream and
downstream duct connecting to the leading edge and trailing
edge of the membrane has the length of Lu and L

d  Lc ,
respectively. The membranes are fixed at the leading and
trailing edges at x ¼ 0, L, as well as at the other two edges
FIG. 1. (Color online) 3D theoretical model
of the dipole noise control by tensioned
membrane backed with cavity.
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at y ¼ 0, w. For convenience, all variables are nondimen-
sionalized as follows by three basic quantities, air density
q0, duct height h
, and speed of sound in free space c0:
x ¼ x

h
; y ¼ y

h
; z ¼ z

h
; t ¼ c

0t

h
; hc ¼ h

c
h
;
L ¼ L

h
; Lc ¼ L

c
h
; f ¼ f
h
c0
; x ¼ x
h
c0
;
k0 ¼ 2p f ; m ¼ m

q0h
; T ¼ T

hwq0ðc0Þ2
;
F ¼ F

hwq0ðc0Þ2
; p ¼ p

q0ðc0Þ2
:
Here, m is the membrane-to-air mass ratio, T is the tension
of the membrane, F is the concentrated force exerted on
the fluid by the dipole source, p is the sound pressure.
Assuming that h¼w, based on such a normalization
scheme, the first cut-on frequency of the rigid-walled duct
is f ¼ 0.
In Fig. 1, dipole sound waves pd are radiated from the
source to the upstream and downstream sides which are
denoted by pd for x < 0:5L and p
þ
d for x > 0:5L, respec-
tively (Rodarte and Miller, 2001).
p6d ¼
X1
n¼0
X1
m¼0
6F
ð2AymAznÞ cos
mp
2
 
cos
np
2
 
 cosðmpyÞ cosðnpzÞeikmnðx0:5LÞ;
cmn ¼ iﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ðmp=xÞ2 þ ðnp=xÞ2  1
q ; kmn ¼ x
cmn
;
Aym ¼
1; m ¼ 0
1=2; m > 0
; Azn ¼
1; n ¼ 0
1=2; n > 0

;

(1)
where x is the angular frequency, c0 is the speed of sound,
and m, n are integers. Note that pþd , p

d are for radiations in
rigid-wall duct, which are superimposed by membrane
responses described below.
These waves excite the membrane into vibration with a
transverse displacement gðx; yÞ in the z direction with veloc-
ity V ¼ ixg. The vibrating membrane will radiate sound
waves which impose a radiation pressure on the membrane
surface. There is high coupling between the acoustic waves
and membrane vibration.
The vibration of the lower membrane with its nominal
position at z¼ 0 is governed by
m
@2g
@t2
 Tx @
2g
@x2
 Ty @
2g
@y2
þ ðpþd þ pd þ DpÞ ¼ 0; (2)
where Tx, Ty are the tensile forces applied in the axial and
lateral directions, respectively, Dp is the fluid loading on the
upper and lower sides of the membrane induced by the mem-
brane vibration itself. Structural damping in such a thin
membrane is normally very small and is ignored. The solu-
tion for the problem with two identical membranes is simpli-
fied to a problem in which one membrane is installed in a
duct of height h=2 and the symmetric plane of z ¼ h=2 is
replaced by a solid wall.
B. Modal dynamics of the sound-membrane
interaction
The standard Galerkin procedure is utilized to solve the
coupled problem between the sound membrane interactions.
For membranes fixed on all four edges with harmonic vibra-
tion, the membrane vibration velocity V is expressed as a
combination of in vacuo vibration modes such that
Vðx;yÞ¼@gðx;yÞ
@t
¼eixt
X1
j¼1
X1
l¼1
Vjl sinðjpnÞsinðlp1Þ;
Vjl¼4
ð1
0
ð1
0
V sinðjpnÞsinðlp1Þdn
 
d1; (3)
where j, l are modal index in the x and y direction, respec-
tively, and n ¼ x=L and f ¼ y=w are the local axial coordi-
nates. Then Eq. (2) becomes
LjlVjlþ4
ð1
0
ð1
0
ðpþd þpd þDpÞsinðjpnÞsinðlp1Þdnd1¼ 0;
(4)
where Ljl ¼ mixþ ðTx=ixÞðjp=LÞ2 þ ðTy=ixÞðlp=wÞ2 is the
structural property of the membrane. The fluid loading Dp is
found by decomposing the membrane vibration into various
in vacuo modes with modal vibration velocity amplitude Vjl
Dp ¼
X1
j¼1
X1
l¼1
Vjl p
ð1Þ
jl ; (5)
where p
ð1Þ
jl is the fluid loading caused by the modal vibration
of unit amplitude of V ¼ sinðjpnÞsinðlp1Þ. The vibration of
mode jl causes loading on all other in vacuo modes, say j0l0,
and the modal impedance is defined and calculated as
Zjlj0l0 ¼ 4
ð1
0
ð1
0
p1jl sinðj0pnÞsinðl0p1Þ dn d1; (6)
where j and l denote the source vibration mode, while j0 and
l0 denote the resulting mode indices. A detailed method of
solution to determine the modal impedance was given in
Huang (2005).
The fluid loading Dp is divided into three parts
Dp ¼ prad þ pref  pcav; (7)
where prad is the radiation sound pressure in the main duct
on the upper surface of the membrane at z¼ 0þ excluding
sound reflections by the two outlets, pref is the sound
reflected by the open ends of the main duct, and pcav is the
pressure inside the cavity acting on the lower surface of the
membrane at z¼ 0-. The formulation for prad is well-known
(Doak, 1973), and is rewritten in dimensionless form
pradðx;y;zÞ¼ L
2
X1
m¼0
X1
n¼0
cmnwmnðy;zÞ
ð1
0
ð1
0
wmnðy0;z0Þ
Vðx0;y0Þ ½Hðxx0Þeikmnðxx0Þ
þHðx0  xÞeþikmnðxx0Þdn0 d10; (8)
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where H is the Heaviside function, cmn, kmn, and wmn are,
respectively, the modal phase speed, the modal wave num-
ber, and the modal velocity potential
wmn ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2 d0m
p ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2 d0n
p
cosðmpyÞ cosðnpzÞ;
and d0n is the Kronecker delta. For a prescribed modal vibra-
tion of a unit amplitude, the corresponding impedance of the
radiation from the membrane z¼ 0þ is given as
Zrad;jlj0l0 ¼ 4
ð1
0
ð1
0
prad sinðj0pnÞ sinðl0p1Þdnd1
¼ 2L
X1
m¼0
X1
n¼0
cmnð2 d0mÞð2 d0nÞ
 lpð1 cosðlpÞ cosðmpÞÞðlpÞ2  ðmpÞ2
 !
 l
0pð1 cosðl0pÞ cosðmpÞÞ
ðl0pÞ2  ðmpÞ2
 !
Ij; j0 ; (9)
where
Ij; j0 ¼ jp j
0p½ðcosðjpÞþcosðj0pÞÞðcosðjpÞeikmnLÞ
½ðkmnLÞ2ðjpÞ2½ðkmnLÞ2ðj0pÞ2
 iknmLdjjðkmnLÞ2ðjpÞ2
: (10)
Similarly, the acoustic pressure in 3D configuration inside a
lightly damped cavity with length Lc, height hc, and width w
(here Lc¼L) can be obtained through the cavity mode
decomposition (Kuttruff, 2000)
pcavðx; y; zÞ ¼
X1
r;s;t
ix/rstðx; y; zÞ
Lchcwðj2r;s;t  k20 þ 2ifr;s;tjr;s;tk0Þ

ðLc
0
ðw
0
Vðx0; y0; z0Þ/rstðx0; y0; z0Þ dx0 dy0; (11)
where fr;s;t is the damping ratio of the (r,s,t)th acoustic mode
/rstðx; y; zÞ, jr;s;t is the corresponding acoustic wave number,
given as
/rstðx; y; zÞ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð2 d0rÞð2 d0sÞð2 d0tÞ
p
 cos rpx
Lc
 	
cos
spy
w
 
cos
tpz
hc
 	
;
jrst ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
rp
Lc
 	2
þ sp
w
 2
þ tp
hc
 	2s
:
Therefore, the cavity pressure induced by the jth and lth
modal vibration of unit amplitude can be obtained, hence the
corresponding modal impedance becomes
Zcav;jlj0l0 ¼ 4
ð1
0
ð1
0
pcavðx; yÞ sinðj0pnÞ sinðl0p1Þ dn d1
¼ 4
X1
r¼0
X1
s¼0
X1
t¼0
ixð2 d0rÞð2 d0sÞð2 d0tÞ
Lchcwðj2r;s;t  k2 þ 2ifr;s;tjr;s;tkÞ
 jpð1 cosðjpÞ cosðrpÞÞðjpÞ2  ðrpÞ2
 lpð1 cosðlpÞ cosðspÞÞðlpÞ2  ðspÞ2
 j
0pð1 cosðj0pÞ cosðrpÞÞ
ðj0pÞ2  ðrpÞ2
 l
0pð1 cosðl0pÞ cosðspÞÞ
ðl0pÞ2  ðspÞ2 : (12)
The reflections pref in the relatively short duct are formed
from two sound wave reflection with modal function due to
open end condition at the outlets. The waves reflected from
upstream and downstream are denoted as Rumn and R
d
mn,
respectively.
pref ¼ Rumneikmnx þ Rdmneþikmnx:
By considering exit boundary at the downstream duct
with a distance Ld from the origin and that at the up-
stream duct with a distance Lu, the relationship between
the waves can be expressed in term of reflection coeffi-
cient b,
Rdmne
ikmnLd
pþd jx¼Ld þ pradjx¼Ld þ RumneikmnLd
¼ b and
Rumne
ikmnLu
pd jx¼Lu þ pradjx¼Lu þ RdmneikmnLu
¼ b;
where b ¼ ðZ  1Þ=ðZ þ 1Þ and Z ¼ ðkaÞ2=2þ ikað8=3pÞ
for open end with unflange condition (Levine and
Schwinger, 1948).
Hence,
Rumn ¼
b2eikmnLuðpþd jx¼LdÞ þ beikmnLdðpd jx¼LuÞ þ b2eikmnLu pradjx¼Ld þ beikmnLd pradjx¼Lu
ðeikmnðLuþLdÞ  b2eikmnðLdþLuÞÞ ; (13)
Rdmn ¼
beikmnLuðpþd jx¼LdÞ þ b2eikmnLdðpd jx¼LuÞ þ beikmnLuðpradjx¼LdÞ þ b2eikmnLdðpradjx¼LuÞ
ðeikmnðLdþLuÞ  b2eikmnðLuþLdÞÞ : (14)
J. Acoust. Soc. Am., Vol. 132, No. 3, September 2012 Liu et al.: Noise control by tensioned membrane housing 1395
Downloaded 10 Jun 2013 to 147.8.230.78. Redistribution subject to ASA license or copyright; see http://asadl.org/terms
The formation of the reflection sounds comes from the direct
radiation from the dipole source and radiation sound from
the membrane. Therefore the modal impedance of the reflec-
tion sound waves pref becomes
Zref;jlj0l0ðtotalÞ ¼ 4
ð1
0
ð1
0
½Rumnðx; yÞ þ Rdmnðx; yÞsinðj0pnÞsinðl0p1Þ dn d1
¼ b
eikmnðLdþLuÞ  b2eikmnðLdþLuÞ
X1
m¼0
X1
n¼0
CmpF cos
mp
2
 
cos
np
2
 
2AymAzn
½ðbeikmnðLuþLdÞ þ eikmnðLdLuÞÞRrad;j þ ðeikmnðLdþLuÞ  beikmnðLuþLdÞÞRref;j
9>>=
>>;
Id;ref
þ 2 LcbðeikmnðLdþLuÞ  b2eikmnðLdþLuÞÞ
X1
m¼0
X1
n¼0
cmnð2 d0mÞð2 d0nÞCmpCmp0
½ðeikmnðLdþLuÞbRref;j þ ðeikmnðLdLuÞÞRrad;jÞRrad;j0
þððeikmnðLdLuÞÞRref;j þ eikmnðLdþLuÞbRrad;jÞRref;j
9>>=
>>;
Zref;jl;j0l0 ; (15)
where
Rrad;j ¼ jpð1 e
ikmnL cosðjpÞÞ
ðjpÞ2  ðkmnLÞ2
;
Rref;j ¼ jpð1 e
ikmnL cosðjpÞÞ
ðjpÞ2  ðkmnLÞ2
; (16)
Cml ¼ lð1 cosðlpÞ cosðmpÞÞpðl2  m2Þ ;
Cml0 ¼ l
0ð1 cosðl0pÞ cosðmpÞÞ
pðl02  m2Þ : (17)
The first term of Eq. (15) stands for the modal impedance of
the reflection waves of the direct radiation from the dipole
source Id;ref , while the latter term stands for that of the radia-
tion from the panel Zref;jl;jl0 .
C. Panel response and insertion loss
Having found the modal radiation, cavity reflection, and
duct reflection due to open end conditions, the dynamics
equation (4) can be cast as a truncated set of linear equations
for modal vibration amplitudes, Vjl,
LjlVjl þ
XX
j;l;j0;l0
½Zrad jlj0l0 þ Zcav jlj0l0 þ Zref jlj0l0 Vjl
¼ ðId þ Id;refÞjl; (18)
where
Id ¼ 4
ð1
0
ð1
0
ðpd þ pþd Þsinðj0pnÞsinðl0p1Þ dn d1: (19)
Hence,
Id ¼ 4pð1 cosðppÞ cosðmpÞpðp2  m2Þ

X1
m¼0
X1
n¼0
Fx cos
mp
2

 
cos np
2

 
2AymAzn
 2p j cos
jp
2

  eikmnL2 p jð1þ cosðjpÞÞ
ðjpÞ2  ðkmnLÞ2
: (20)
For the above calculation, the number of mode of the imped-
ance matrix has to be truncated and the solution should be
scrutinized in order to ensure the convergence of the solu-
tion. Denoting the axial number and lateral number of modes
required by Nj and Nl, respectively, it is found that more
transverse modes are needed when Ty is very low. Nj ¼ 20
and Nl ¼ 40 are normally enough as further increase in N
does not make any noticeable difference. Having obtained
the modal response of the membrane, the total sound pres-
sure at the boundaries of the two exits x ¼ Lu and x ¼ Ld
of the duct can be found as follows:
ptjx¼Lu ¼ Rumnð1þ b1Þ and ptjx¼Ld ¼ Rdmnð1þ b1Þ; (21)
respectively. For the special case with two anechoic termina-
tions, the final sound pressure at the exit is found by simply
adding the directly radiated waves from the dipole pd to the
far-field radiation waves prad which can be found from
Eq. (8) taking only the plane wave mode m¼ 0 and n¼ 0. At
the two ends, in the current study, an insertion loss (IL) is
defined as the level difference of the acoustical power radi-
ated from the unsilenced and silenced system. The unsi-
lenced system is a straight duct with the same uniform cross
section area s and total length. The dipole source is kept at
the same position that is located in the center of the duct.
Thus, the IL at x ¼ Lu and x ¼ Ld is found as
IL ¼ 10 log10
Ð jptj2dsjoriginalÐ jptj2dsjsilenced ; (22)
where s is the cross section area.
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III. RESULTS AND DISCUSSION
A. Experimental validation
Experiment is conducted to validate the proposed 3D the-
oretical model. The experimental setup is illustrated in Fig. 2.
The duct used had a dimension of h*¼ 10 cm by w*¼ 10 cm
cross section, the membrane had a length of L*¼ 3h*
¼ 0.3m, and the cavity depth of hc ¼ 2h ¼ 20 cm. The first
cut-on frequency in the duct is about 1700Hz. The membrane
was made of stainless steel, and the ratio of membrane to air
mass calculated by ðm=q0 hÞ was 1.4. An optimal design
will be performed in Sec. III B. The membranes were clamped
and stretched by a specially designed tensile machine. One
end of the membrane was fixed by two metal plates and the
other end was stretched and ran through a very small slit, to
be fixed by another two plates outside the duct and attached to
a moveable tensile machine, for which the design details were
given in Choy and Huang (2002, 2005). The width of the
membrane was slightly wider than that of the duct, and the lat-
eral edges of each membrane were inserted into a very thin
gap between the two constituent plates of the cavity walls.
The gap was less than 0.5mm and had a depth of around
2mm. The lateral edges were then glued and fixed by a very
thin tape along the axial direction to minimize the acoustical
leakage. The tensile force Tx was applied only in the axial
direction and was measured by a strain gauge glued to the sur-
face of the membrane. The strain gauge sensor (FLA-3-11-
1Lt, Tokyo Sokki Kenkyujo Co., Ltd, Japan) had a dimension
of 6mm 3mm and its attachment could not cause noticea-
ble influence on the dynamics of the stretched membrane. No
tension was applied on the membrane in the lateral direction.
As shown in Fig. 2, a small loudspeaker of 75mm in diam-
eter was utilized to simulate the dipole sound source. The loud-
speaker was held as a cantilever by a very rigid rod and located
at the center of the duct. The radiated noise was measured at
20 cm from the outlet of the duct with an angle of h¼ 30 from
center line. One pair of 1/2-in. microphones [B&K type 4189
(Bru¨el & Kjaer), Denmark] were used and supported by Nexus
Conditioning Amplifier type 2693, (Bru¨el & Kjaer), Denmark.
The loudspeaker was driven by a function generator (Hioki
7075, Hioki E. E. Corporation, India) via a power amplifier
[B&K Type 2716 C (Bru¨el & Kjaer), Denmark] at discrete
frequencies from 120 Hz up to 1500Hz with an interval of
10Hz. The signals from the microphones were acquired
through analog-to-digital converter (NI DAQ Card 6062E,
National Instrument Corporation, Austin) with MATLAB
program. Finally, the sound pressures were directly measured
at the exits at the upstream and downstream duct, denoted by
pup and pdn, respectively.
In reality, the sound radiation from the loudspeaker is not
an ideal dipole. Reflected sound is also scattered by the loud-
speaker surface and the junctions between the interface at the
rigid wall and flexible membrane. The sound radiation of the
noise source is considered to consist of two components: one
dipole with anti-phase relation and another monopole with in-
phase relation. Apart from this, the measurement at one point
at the upstream outlet will be contaminated by the sound pres-
sure at the downstream outlet. Therefore, there was a need to
extract the dipole component from the real noise source during
the signal processing. We follow the sound wave decomposi-
tion procedure developed by Huang et al. (2010).
The membrane was applied with the dimensionless ten-
sion of 0.16 (the dimensional tensile force: 240N). Focusing
on the experimental data for the loudspeaker test, the spec-
trum of the extracted dipole radiation pupd at the upstream
for the straight duct without silencing treatment is shown in
Fig. 3(a) as the dashed line, and that for the tensioned mem-
brane housing as solid line, with arbitrary reference value for
0 dB. The lower frequency limit is restricted to the defi-
ciency of small loudspeaker performance, while the upper
limit of the frequency shown is 1000 Hz which is lower than
the first cut-on frequency. The sound pressure level radiated
from the straight duct is generally higher than that from the
tensioned membrane housing, especially within the fre-
quency range of 280 Hz to 800Hz. The insertion loss under
the extraction scheme measured at upstream ILupd is shown
in Fig. 3(b) as the open circle, while the prediction IL in
Eq. (22) for the pure dipole source is depicted as dashed line
FIG. 2. Experimental setup for
measuring the actual sound pressure
radiated at the outlet by using two
microphones at two exits of the duct.
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for comparison. The agreement between them is generally sat-
isfactory in terms of the overall IL level and the spectral pat-
tern, although the experimental result is smooth at the peak
and trough points. This leads to some deviations near the peak
frequencies (f¼ 300 Hz and 660Hz) and the trough frequen-
cies (f¼ 185 Hz, 260Hz, 418Hz, 538Hz, and 693Hz). The
main reason possibly comes from the energy dissipation of
the lateral edge treatment, which was excluded in the calcula-
tion. On average, the IL is about 15dB and 8 dB in the fre-
quency range of 300 Hz to 400Hz and 590Hz to 800Hz,
respectively. These two frequency ranges are expected to
cover the first two BPFs of an axial flow fan noise.
B. Parametric investigation for the structural property
of the membrane
Having conducted the validation of the theory by experi-
ment, the theoretical modeling is used to perform further
analysis. It is anticipated that after using the tensioned mem-
brane housing, the sound radiation from the dipole sound
source can be well reduced in a desirable frequency range.
To do this, the optimal performance of the device will be
evaluated by finding the maximum logarithmic width of its
stopband, which is defined as the frequency range in which
the IL is everywhere equal to or greater than a pre-set crite-
rion level ðILcrÞ. Thus, the optimization criterion can be
expressed symbolically by IL  ILcr, f 2 ½f1; f2, fb ¼ f2=f1,
the ratio of the frequency, defines the stopband. And the cri-
terion level ILcr is defined as the maximum IL, which is
obtained from an empty expansion chamber with the same
cross section area of the proposed device. The design of such
a device involves many variables, for which a parametric
study has to begin with fixing most variables. The cavity
geometry is first assumed to be hc ¼ 2 and Lc ¼ 3 for which
ILcr is 9.6 dB. The value of 9.6 dB is about the maximum IL
of expansion chamber with expansion ratio of 5 in the nu-
merical simulation. For a given mass ratio of the membrane,
the maximum fb is to be achieved by searching for the opti-
mal tension Topt. The target stopband should cover the first
BPF of the low speed axial flow fan which is normally below
f ¼ 0:15 (dimensional: 515Hz) and carries most energy.
The tensile force in transverse direction is assumed to be
zero during the parametric investigation.
Results of the performance optimization are shown in
Fig. 4, in terms of the optimal axial tension Topt as a function
of m. Roughly speaking, Topt keeps more or less constant
when m	 0.6 and then decreases sharply to a very low value
when m¼ 0.65. Figures 4(b) and 4(c) show the correspond-
ing maximum bandwidth and the lower band limit as a func-
tion of m at the optimal tensions. As displayed in Fig. 4(b),
FIG. 3. (Color online) Comparison
between the theoretical prediction
and the experiment using a dipole
source. (a) Spectra of the dipole
sound radiation. (b) Comparison of
the measured insertion loss ðILupdÞ
with dipole extraction (open circles)
and analytical prediction (dashed
line) for the finite rig with sound
reflection at the open end.
FIG. 4. (Color online) Performance optimization of the proposed device for
the logarithmic bandwidth (a) the variation of the optimal tension Topt, (b)
ratio of frequency limits fb ¼ ðf2=f1Þ, and (c) dimensionless lower band limit
f1 with the mass ratio (m).
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the maximum achievable bandwidth fb decreases gradually
when the membrane mass increases. When the mass ratio m
is less than unity, the bandwidth fb can be kept at least 2.15,
which is still larger than one octave band. It can be seen
from Fig. 4(c) that f1 decreases with m. This contrasts with
the increment of f1 for the performance of plate silencer with
monopole source at the upstream (Wang et al., 2007).
Besides, f1 falls strikingly from 0.06 to a very low level of
0.01 as m reaches 0.8. Therefore, the result of the drop of f1
corresponds with the decrease of Topt. The present device
with Lc ¼ 3 is effective to control the first BPF of axial-flow
fan below f ¼ 0:14 when the mass ratio is low enough to
support f2=f1 > 2. Both fb and f1 remain almost constant
when 0	m	 0.6. When the mass is too heavy, the mem-
brane tends to be a part of rigid duct and prohibits the sound
penetration into the cavity, thus sound radiation will propa-
gate toward the duct exits directly. The optimal mass range
of the membrane is finally found to be 0.2	m	 0.6.
C. Optimal results
Figure 5 shows the result for the default configuration
with optimal structural parameter (m ¼ 0:4 and Topt ¼ 0:05).
Figure 5(a) shows the comparison of the theoretical IL1
spectra of the current device (solid line) with tensioned
membrane with optimal performance and that of the empty
expansion chamber without membrane (dashed dotted line)
when the main duct has infinite length. The subscript with
the symbol1 means the outlets of the duct are anechoic ter-
minations. The horizontal dashed line is the reference level
9.6 dB, which is also the maximum IL1 for the expansion
chamber with the same size. Notice that there is a sharp peak
at f ¼ 0:21 due to the high order modes in the expansion
chamber. Concerning the performance of the present device
with optimal tension, the lower and upper band limits are
found to be f1 ¼ 0:062 and f2 ¼ 0:145, respectively, and this
gives a width of fb ¼ 2:35 that is still attractive. Roughly
speaking, the present device outperforms that of the empty
expansion chamber by at least about 5 dB in this frequency
range. In addition, three peaks at f ¼ 0:07(P1), 0.136(P2),
0.196(P3) and two troughs at f ¼ 0:044(T1), 0.146(T2) are
observed and these can be explained by modal analysis and
structural impedance in Secs III E.
D. The effect of lateral tension
When a low transverse tension Ty is present, the system
becomes truly 3D. Figure 5(b) shows the comparison of IL1
spectrum of the device in the 3D model under the tensile
force in transverse direction with that in the two dimensional
(2D) model. When there is a low transverse tension on the
membrane Ty ¼ 0:03 (dashed line), the peaks in the IL1
spectrum will shift to high frequency and the IL1 level
drops below the criterion value of 9.6 dB. The lateral tension
increases the membrane stiffness and restricts the motion of
the membrane, which leads to undesirable performance.
Such a trend of frequency shift and pattern can also be
observed for 2D configuration of the theoretical model with
Tx ¼ 0:07 (dashed-dot line). The IL predicted in the 3D
model for Tx ¼ 0:05 and Ty ¼ 0 (circle) matches well with
that predicted in the 2D model for Tx ¼ 0:05 (solid line).
The modulus of the membrane modal coefficient jVjlj is
shown in Figs. 5(c) and 5(d) as bar charts. Without tension
Ty ¼ 0, odd mode in the spanwise direction p are excited in
the spanwise direction. The largest response in both cases is
located near the second and fourth axial modes. When
Ty ¼ 0, Eq. (18) of the 3D problem can be reduced to two
dimensions as
Zjj0Vj ¼ ðId þ Id;refÞj;
where Zjj0 ¼ Lj þ Zrad;jj0 þ Zcav;jj0 þ Zref;jj0 .
The membrane vibration can be represented by the
width-averaged velocity
VwðxÞ ¼ 1
w
ðw
0
Vðx; yÞ dy ¼
X1
j¼1
Vj sinðjpx=LÞ;
and the complex amplitude of the radiated sound to the
outlet
pradjm¼0;x!1 ¼
X1
j¼1
VjRj;
where Rj is the complex amplitude of the radiated wave by
induced vibration of the jth mode with unit amplitude
Rj ¼ 1
2
ðL=2
L=2
sinðjpn0 Þeik0xsdxs:
The conclusion is similar to that in Huang and Choy (2005).
Therefore, based on the above analysis, the effect of the
FIG. 5. (Color online) Performance of tensioned membrane housing at opti-
mal axial tension. (a) Comparison of the IL spectra between the tensioned
membrane housing with the optimal tension and the expansion chamber. (b)
Comparison of the optimal IL spectrum for the 2D configuration with the
3D configuration. (c) The distribution of in vacuo modal vibration amplitude
in 3D model with zero lateral tension on the membrane ðTy ¼ 0Þ. (d) The
distribution of in vacuo modal vibration amplitude in 3D model with lateral
tension ðTy ¼ 0:03Þ.
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lateral tension is eliminated in order to obtain the good per-
formance and simplify the theoretical model.
E. Analysis of the IL peaks and troughs
In order to further investigate the sound radiation of the
membrane, the modal response of the default membrane at
the optimal performance (m ¼ 0:4, Topt ¼ 0:05) is to be stud-
ied in this section. The IL spectrum is attached on the top of
each column to facilitate the study of the peak and trough
frequencies analyzed in Fig. 6. The vibration of each individ-
ual mode, jVjj, is shown in the subfigures on the left column.
The second column shows the amplitude of the modal radia-
tion coefficient jRjj, which characterizes the sound radiation
ability from the membrane to the outlet of the duct. The third
column is the amplitude of the single modal radiation jVjRjj.
The last column indicates the modal contribution to the
total sound radiation cj which is defined as cj ¼ Re½VjRjp^rad=
jpradj at the two outlets of the duct, where p^rad is the complex
conjugate of prad. As mentioned in Sec. IIID, the membrane
response is dominated by the even modes rather than the odd
modes in the amplitude of the vibration. Therefore, here,
only first two even modes are discussed.
The specific frequency points at which IL1 is the lowest
or highest are indicated by vertical dashed lines and are ana-
lyzed. There are two sharp peaks in the second mode jV2j at
f ¼ 0:044 and 0.146, respectively, in Fig. 6(1a) and one peak
in the fourth mode jV4j at f ¼ 0:146 in Fig. 6(1b). These cor-
respond to the frequencies of trough points in the IL1 spec-
trum. From the subfigures in the last column, it can be
observed that there is a positive peak at f ¼ 0:044 in Fig.
6(4a) and it means that there is a strong sound radiation from
the second mode to two outlets of the duct. On the other
hand, regarding the second IL trough point at f ¼ 0:146, a
negative peak is seen in Fig. 6(4a) and a positive peak in
Fig. 6(4b). The intermodal coupling and cancellation between
the second and the fourth modes are expected to dominate
the IL1 pattern. As shown in Figs. 6(1a) and 6(1b), the
amplitude of jV4j is much larger than that of jV2j when the
frequency is beyond 0.12, although there can be some cancel-
lation, the strong magnitude of the fourth mode jV4j still
dominates the sound radiation. To sum up, the trough points
in IL1 are attributed to the strong radiation of the sound
from the membrane to the outlet of the duct due to the exces-
sively high response of the second and fourth modes of
vibration.
In order to understand the mechanism for the peaks of
IL1, the modal impedance is decomposed and analyzed
under the optimal condition with m ¼ 0:4 and Topt ¼ 0:05.
In fact, the cross modal coupling is very weak at low fre-
quencies, so only the modal impedance Z22 and Z44 of the
second and fourth modes are discussed in Fig. 7. The two
subfigures on the left hand side are for the second mode re-
actance including the structural contribution, ImðZ22 þ L2Þ.
The dotted lines are the structural dynamics contribution of
inertia and stiffness terms. The open circles indicate the in
vacuo membrane modes at frequencies f ¼ j=ð2LcÞT=m ¼
0:118 and 0.236 for j¼ 2 and 4, respectively. At f ¼ 0:118,
the structural impedance for the second mode becomes zero.
At f ¼ 0:08 (IL peak), the structural impedance is also small.
Near this point, owing to vanishing structural impedance, it
is good for the radiated sound waves from dipole with anti-
phase relationship to penetrate into the cavity. Such penetra-
tion can create destructive interference and maintain a high
level of IL1 at the frequencies between the two peaks. In
contrast, the two trough points of IL1 can be attributed to
the total zero impedance of the second and fourth mode at
f ¼ 0:044 [Fig. 7(c)] and f ¼ 0:13 [Fig. 7(d)], respectively.
Beyond the second trough in the IL1 spectrum, the near-
zero IL is displayed. The reason is mainly due to the diver-
gence of the cavity mode as shown in Figs. 7(a) and 7(b).
The cavity will become very stiff and it is difficult for sound
to penetrate. The membrane becomes rigid and behaves as
part of the straight duct, thereby no IL is obtained.
The structural impedance of the membrane determines
the sound penetration. However, the performance of the
FIG. 6. (Color online) Modal radia-
tions. The top figure is the IL spec-
trum at the optimal tension for the
purpose of indicating the important
dimensionless frequencies (f). The
first column is the modal amplitude
jVjj, the second column is the modal
radiation coefficient jRjj, the third
column is the single modal radiation
jVjRjj, and the last column is the
modal contribution cj.
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device is also regulated by the sound coupling with the mem-
brane response as well as its interference between the radi-
ated sound from the membrane in the duct and the cavity,
and the direct waves from dipole. Figure 8(b) compares the
vibration velocity amplitude of the first two even modes,
jV2j=jV4j, when m ¼ 0:4 and Topt ¼ 0:05. The effect of the
second mode decreases as the frequency increases. The sec-
ond mode dominates the vibration for the frequency below
f ¼ 0:114, while the component of the fourth mode is promi-
nent when f ranges from 0.114 to 0.184. The total sound
pressure on the upper ðpradÞ and lower surfaces ðpcavÞ of the
membrane is expanded via a series of in vacuo modes with
modal amplitude pradj and pcav j as p ¼
PN
j¼1 pj sinðjpnÞ,
respectively. Then, the ratio of modal radiation pressure
inside the main duct and cavity is expressed as prad j=pcav j
¼ jprad j=pcav jjeiðhrad jhcav jÞ. The ratio of the magnitude of the
pressure and phase difference between them for the second
mode ðhrad2  hcav2Þ and fourth mode ðhrad4  hcav4Þ are plot-
ted in Figs. 8(c) and 8(d), respectively. Below the first IL1
peak of f ¼ 0:07, the phase difference for the second mode
is zero. Near f ¼ 0:07, there is a significant jump of ðhrad2 
hcav2Þ from zero to p. For the frequencies between the two
peaks, the phase difference for the second and forth modes is
kept at p, which means that the pressure on the upper and
lower surfaces are out of phase, thus creating a destructive
effect. Meanwhile, the ratio of the magnitude of the pressure
jprad2=pcav2j and jprad4=pcav4j is also close to unity and this
results in a good cancellation. At f > 0:175, only the fourth
mode of vibration is dominant but the phase difference
ðhrad4  hcav4Þ drops to zero. This leads to a deterioration of
the performance for higher frequency range.
F. Effect of the duct length
With open conditions at both ends of the duct, reflected
waves are coupled with the vibrating membrane, thus com-
promising the performance of the silencer. Figure 9 shows
the insertion loss spectra variations with different duct
lengths with symmetrical upstream and downstream duct
segments. With the fixed physical parameter of the mem-
brane (m¼ 0.05 and T¼ 0.4), when the duct length at the
upstream and downstream side of the membrane increases,
the fluctuations of IL level appears to be more obvious. By
comparing IL1 for the duct with infinite length without
reflection sound waves, the IL patterns for the duct with
FIG. 7. (Color online) Reactance of the second and fourth modes. (a) shows
the variation of the second mode component of imaginary part of impedance
(Z22) with dimensionless frequencies (f). Zrad marked with “rad” (solid line),
Zcav marked with “cav” (dashed line), and L marked with “‘struct” (dashed
dotted line). (b) shows the fourth mode components of imaginary part of im-
pedance ðZ44Þ. (c) shows the total reactance of the second mode [Imag.
ðZ22Þ] and (d) shows the total reactance of the fourth mode [Imag. ðZ44Þ] for
which zero reactance is marked by an open circle.
FIG. 8. (Color online) Relationship between second and fourth mode in
vibration and pressure radiations at different dimensionless frequency (f).
(a) IL spectrum of the optimal tension at the top is for clear illustration. (b)
Vibration amplitude ratio of the second mode to the fourth mode. (c) Ratio
and (d) phase difference of the pressure loading in the duct and cavity on the
membrane.
FIG. 9. (Color online) Variation of the IL against dimensionless frequency
(f) for different duct lengths (dimensionless tension T ¼ 0:05, mass ratio
m ¼ 0:4).
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Lu ¼ 6 and Ld  Lc ¼ 6 with two peaks roughly around the
frequencies of 0.07 and 0.136 are similar, but there is
obvious deviation in the exact location of the peak and
trough points as well as the stopband. The multiple reflec-
tions due to the two open end conditions form the standing
waves that excite the membrane into vibration. This cou-
pling between the dipole and standing waves as well as the
vibration membrane obviously affects the sound cancellation
between these sound waves. If the length of the duct at the
downstream and upstream sides of the membrane is as short
as Lu ¼ 1, the trough points can be reduced so that the width
of the stopband can be maintained desirably. Such spectral
change for the variation of the length shows that this theoret-
ical model taking into account the multiple reflections due to
two open ends are necessary and useful to simulate the prac-
tical application with limited length or short length.
IV. CONCLUSIONS
Analyses have been conducted for the purpose of in-depth
understanding of the sound-membrane coupling mechanism
for the dipole source inside the tensioned membrane silencer
in a 3D configuration. The performance of the cavity-backed
tensioned membrane to control dipole sound source has been
investigated by the analytical formulation. The optimization
study has been conducted on several parameters such as the
tension and the membrane mass. The fluid loading exerting on
the membrane and the corresponding vibration response have
also been analyzed in order to explain the IL1 pattern. Major
conclusions can be drawn:
(i) With an appropriately determined low tension in the
axial direction and zero tension in the lateral direction,
the proposed device with tensioned membrane can
achieve an IL1 higher than 10 dB over a frequency
range with a stopband wider than an octave. Com-
pared with that of an empty expansion chamber, the
present device can achieve, on average, a 5 dB higher
noise reduction in the frequency range of interest.
Compared with a drum silencer, the optimal tension
required is significantly lower and the length of mem-
brane is shorter, which means that the present device
will be more attractive to be used in applications.
(ii) The performance of such device relies on the destruc-
tive interference between the radiated waves from the
membrane and direct waves from the dipole source
via the vibroacoustic coupling. The response of the
membrane plays a vital role to determine the whole
sound and structural interaction process. With a
dipole source, the second and fourth in vacuo modes
of membrane dominate the vibration, as well as the
suppression of the radiated noise from the dipole
source.
(iii) The governing mechanism to control the dipole noise
is to create the two antiphased waves undergoing de-
structive interference. The antiphased sound pressure
at the top and bottom surface of the membrane under-
goes sound cancellation. This is only possible when
the structural impedance of the membrane is weak
together with low radiation reactance. Therefore
structural impedance plays a critical role in control-
ling the dipole sound radiation efficiency.
(iv) Experimental study has demonstrated that the pro-
posed 3D theoretical model with limited duct length
agrees well with the experimental data. The measured
spectral peaks and troughs and the pattern of the
measured IL also matches with the theory although
some of the experimental data show more rounded
peaks and troughs than theoretical predictions appa-
rently due to the damping at the lateral membrane
edges in the experiment.
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